
HP 16 18 20 22

PMV-6V450 R410 MV6-6V500 R410 MV6-6V560 R410 PMV-6V615 R410

V/Ph/Hz

kW 45.0 50.0 56.0 61.5

kBtu/h 153.5 170.6 191.1 209.8

Power input kW 12.0 12.5 15.1 18.4

EER kW/kW 3.75 4.00 3.70 3.35

kW 45.0 50.0 56.0 61.5

kBtu/h 153.5 170.6 191.1 209.8

Power input kW 9.8 10.6 12.7 15.0

COP kW/kW 4.60 4.70 4.40 4.10

26 29 33 36

1

1

Max. ESP Pa

Factory charge kg 13

Liquid pipe mm Ø15.9

Gas pipe mm Ø31.8

m3/h 13000

dB(A) 61 62

mm 1340×1635×850

mm

kg 277

kg 304

Cooling oC

Heating oC

Ambient temp. 
operating range

-5 to 54

-25 to 24

Packed dimensions (WxHxD) 1405×1805×910

Net weight 348

Gross weight 368

Airflow rate 17000

Sound pressure level 63

Net dimensions (WxHxD) 1340×1635×825

Refrigerant
Type R410A

17

Pipe
connections

Ø19.1

Ø31.8

Fan motors

Type DC

Quantity 2

20 default; 60 customization option

Compressors
Type DC inverter

Quantity 2

Heating

Capacity

Connectable
Indoor Unit

Total capacity 50-130% of outdoor unit capacity

Max. quantity

Capacity

Model

Power supply 380-415/3/50(60)

Cooling

Capacity

Unité extérieure 
45 kw / 61.5 kw

Spécifications :

A  i  r    c  o  n  d  i  t  i  o  n  i  n  g
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